




























































































PV-500 User's Manual

(In File List Mode)

[ Slide Show Start { Slide Show Time B
[ I Yes

[ off |

Slide Show Start Display

== Pause

1. Pause Slide Show :
Press »1l ormto pause Slide Show.
2. Cancel Pause :
While Slide Show is paused, press MI again.

== Stop the slide to broadcast
Press monce, after pressing PAUSE butfon.

*s Photo Editing Mode

== During Photo Browsing

Press SETUP button, the setting items appear, please see "Basic
Operation - SETUP" for the procedure of operating the buttons.
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Slide Show Start

== In File List Mode

Press SETUP button, the setting items appear, please see "Basic
Operation - SETUP" for the procedure of operating the buttons.

%2 PhotoFiles

PV-500 User's Manual

Thumbnail Preview  Of Side Show s Audio_Yes |
Delele o Side ShowEflect __Of |
Proteet o | Flemfomaton ]
Side ShowRepeat  No

— (] | — o=}

<+ Supported Photo File Format

Encoding )
Baseline Progressive
File Format
JPG Lower than 4096x4096| Lower than 1024x1024
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Y~ Record
== Audio Line in REC

1. Select Record Function :
Pressa /« /< /» in Main Menu to select Record function, then press

MiI to enter.
o ———— (3
O®O P . PhowFles D X))
o o

— 51—

3. Start Record :
Press REC button to start recording, the file will be stored in
"MyRecord" folder.
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4, Stop :
During the recording, press mor REC button to stop the recording
immediately and return to the standby mode.

5. The recorded Video file will be stored in the "MyRecord" folder in
MOVIE and the recorded sound file will be stored in the "MyRecord"
folder in MUSIC.

== Video Line in REC

1. Select Recording Function: In Main Menu: pressa /v /4 / » to select
the recording function, and press »li to enfer.

Main Menu

2. Select Video Line in REC : Select External Video Source Recording,
press ENTER button to enter standby mode (make sure to connect
the video sensor to the AV IN jack on PV-500, it will record the video
into a MPEG4 file whose format is AVI).

%) Recorder Setting
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3. Start recording : When in main menu screen, slide upward the
Stop/REC key on the side of the unit or press REC key on the remote
control fo start recording.

4. Preview mode : In preview mode, the screen will display capacity
of recording time on top left corner and picture quality setting
displayed on top right corner. At this time you can press REC key on
the remote control to start recording. Press STOP key on remote
control fo return to preview mode.

00:28:00

5. Stop recording :
(1) Slide downward the Stop/REC key on the side of the unit fo stop
recording and return to main menu.
(2) Press stop key on remote control to stop recording and retumn to

preview screen.
6. The video files will be saved in the “"Movie” MyRecord folder and
audio files will be saved in the "Audio* MyRecord” folder.

36



PV-500 User's Manual

= Specifications
Timer Time
® Resolution480 x R.G.B x 234
Display ® 2.36 inch TFT-LCD with LED backlight
* NTSC/PAL composite output
AV IN/OUT e AV input/output through two ¢ 2.5mm jacks

LED Indication
Light

¢ LED1 - Charging (orange)

e LED2 - Power (blue)

¢ LED3 - Signal Source Detection (green)

e LED4 - Audio/Video recording, file operation (red)

Storage Device

e SD card (Support SDHC card)

Computer
Connection

e USB 2.0 mini connector

Power System

e Rechargeable/Exchangeable Lithium lon Battery
3.6V 1250mAh.
e Power supply 100~240V, 50~60 Hz

Dimension / ©79.9x51.9x22.3 mm

Weight * 86.6 g/ 68 g, with/out the battery respectively.
e Operating system: Window2000, Window XP

System e CPU: Intel Pentium Il 800 MHz and beyond

Requirements

* Relevant hardware accessories: USB port, Mouse,
CD-ROM, Windows-compatible display with a
required resolution of 1024 x 768
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*+ Supported Video File Format
»: Supported Video File Format

File Format Resolution Bit rate Frame rate
Under 720%480| Under 4 Mbps | Under 30 fps

AVI(DivX 4/5.0) [ ) [ ) (]
AVI(DivX 2/3) X X X
MPEG1(DAT, M
PG—VCD file X X X
format)
ASF X X X
RM X X X
WMV X X X
VOB (DVD file
format without X X X
copy protection)
MJPEG(AVI) a-law, u-law

Notice: @ can be played in PV-700 directly.
X can not be played directly, and is not able to be converted.
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= Supported the form in audio frequency

File Format
MPEG1 layer-3 version 1/2/2.5 stereo
MPEG1 layer-3 version 1/2/2.5 Joint-stereo
WMA(64 kbps~320 kbps)
WAV

== Supported Image File Format

Encoding )
Baseline Progressive

File Format
JPG Lower than 4096x4096| Lower than 1024x1024
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s Precautions

Before using this product, please read this manual in detail fo ensure you are

using this product properly.

% During the recording in various REC Modes, all button-pressing is disabled.

% All the recorded files are stored in the "MyRecord" folder.

% After the setting of Reserved Recording functions, the setting will
be executed only when the "SET" item is selected as "ON" afterwards.

* Reserved Recording functions will be executed after the device is
turned off.

% If the file is corrupted so that it cannot be played, The sysrem will retun to the
file detailed list.

% Only the files with the extension of MP3, WMA, WAV, ASF, AVI, BMP
and JPG can be played.

% The player can distinguish an unlimited number of files/folders. However,
within a folder, only up to 999 files can be distinguished.

<% In the Video files, only the audio in MP3 and WMA format is supported, AC3,
DTS, AAC and other formats are not supported.

* All data in the device may be deleted due to excessive impact, lightning,
power surge etc., the manufacturer does not bear or guarantee the losses
caused in the above conditions, please protect and back up the data in the
device properly.

% Please avoid serious vibration; physical vibration might damage the LCD.

% Please do not apply heavy pressure on the player; the player may be
damaged because of heavy pressure.

% When the memory card is taken out from your PV-500, the card may feel
warm due to long-time operation, it is a normal phenomenon.

% If the memory card is inserted in the wrong direction, the card can not be
pushed completely info the bottom of the slot, please do not push hard to
avoid damaging the card and the device.

% While connecting the device to a PC through USB, you can read directly from
the SD card and run the files in the storage device.

% If you connect the device to a PC through USB, and use the computer to
format the storage device, please use FAT32 format.

% Please do noft scrub the LCD with hard materials, because the LCD is easy to
be damaged. If you want to remove the dust on the LCD screen, please clean
the body with a soft dry cloth, if dirt or stains are left, you can clean it with a
little soft cleansing liquid; do not use volatile solutions because they will
cause chemical reactions, thus the device might be deformed or discolored.

% If the device is moved from a cold place to a warm one, the LCD screen will
fog up; if this situation takes place, please turn off your PV-500 and wait for
about one hour before use.
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% Please do not store or use your device in the following places:
1. Extremely humid or dusty places.
2. Places with direct sunlight or a high temperature, e.g.: it will damage your
PV-500 in a closed car in the summer or a very cold place.
3. Places with heavy vibration or strong magnetic fields, e.g.: close fo
automobiles, voltage transformers or magnets.
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